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Napęd ScootAir z silnikiem
HE RS 206, 30KM

Cena 1 zł

Dostępność

Czas wysyłki 14 dni

Producent HE Paramotores

Opis produktu
  

Przetestuj napęd przed zakupem. 

Zapoznaj się z regulaminem  " Centrum testowego SkyTrekking" 
Formularz zgłoszenia rezerwacji 

Napęd można przetestować u nas na lotnisku w Inowrocławiu. 

Najnowsza generacja popularnego silnika MV2 o pojemności 206 cm3.  W najnowszym wydaniu silnik o mocy 30KM. Siła ciągu statycznego  ok
85kg.  Silnik nadaje się  do startu z nóg - (proponowana wersja silnika - 16,5kg)  
Silnik występuje w wersjach: z rozruchem ręcznym lub elektrycznym. Silnik posiada sprzęgło odśrodkowe.

Ta wersja silnika wykorzystywana jest przede wszystkim do trajek jednosobowych.  
Gwarancja na silnik 24 mc-ce 

 

 

Produkt posiada dodatkowe opcje:

Rozruch: Ręczny , Dual- Ręczny + elektryczny (+ 1 600 zł )

Dane techniczne

TECHNICAL CHARACTERISTICS:
- ENGINE: 2 stroke monocylinder.
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- COOLING: Extraction from propeller.
- CYLINDER CAPACITY: 206cm3 
- CYLINDER Aluminium Nikasil coated.
- CARBURETOR: Walbro.
- POWER: 30 HP / 8500-8600 R.P.M.
- IGNITION: Electronic ignition coil.
- TRANSMISSION: Poly V belt driven with centrifugal
clutch.
- RATIO: 1/ 2,88.
- STARTER: Flash starter, electric start available.
- FUEL: Unleaded gasoline + synthetic oil 2, 5 %.
- WEIGHT: 14,450 Kg. complete.
- THRUST: 89 Kg.

Powered by TCPDF (www.tcpdf.org)

wygenerowano w programie shopGold

http://www.tcpdf.org

